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What is a parallel power supply?

Parallel power supplies refer to a configuration where multiple DC power supplies are connected in parallel to
increase total output current. Each power supply shares the current load, ensuring that no single unit is
overloaded. Higher Current Output - Allows for increased power delivery by combining the output of multiple
units.

Can aDC power supply be connected in paralel?
DC power supplies may be connected in parallelfor either increased power output or improved redundancy.
When connected in parallel,output current will be 2X of that of one individual power supply.

Why do designers connect power suppliesin parallel?

Designers connect power suppliesin parallel to obtain a total output current greater than that available from
one individual supplyas well as to provide redundancy,enhance reliability,avoid PCB thermal issues and boost
system efficiency.

Why are power supplies connected in parallel?

Typically,power supplies are connected in parallél to increase the power/current ratingand also to increase the
system reliability by providing redundancy function. Series connection of power supplies can cater to special
needs of the system when requiring higher output voltages. 1. Parallel Operation

In conclusion, paraleling multiple AC - DC power modules can be a viable solution for increasing the output
power. It offers advantages such as scalability, cost - savings, and ...

When multiple modules are operated in parallel, an eight-layer layout with 2-0z. copper is recom-mended to
improve thermal conduction. Increased copper thicknessis required to distribute ...
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To evaluate high-power applications, a half-bridge system with parallel discrete devices, as shown in Figure
11, was used to examine the current sharing, switching performance, and thermal ...

How to correctly configure parallel power supplies in order to achieve redundancy and increase efficiency,
reliability, and power supply ...

Reasons forparallelingFactors affecting ability to paralel converters Layout and coolingParalleling for
RedundancyStep 2: Determine the current sense resistorNever assume modules can be paralleled. When
selecting DC/DC converter modules for an application in which they will be paraleled, it is important to
check carefully to ensure that the modules you are looking at are designed for operation in parallel. Not all
modern DC/DC one with the higher output voltage will typically provide the entire load cu...See more on
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mlist ~ .mc_bc{padding:2px  8px;line-height:14px;border-radius:2px;font-weight:normal} .mc_vtvc:hover
.mc_vtvc_title{text-decoration:underline} .mc_vtvc_meta{ box-sizing:border-box;display:inline-block;line-hei
ght: 18px;position:relative;width: 100%} .mc_vtvc_meta_block{ bottom:0;position:absol ute;width:100%} .mc_v
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tvc_meta _row{ line-height:16px;font-size: 11px;height: 17px;overflow:hidden;text-overflow:ellipsis,white-spac
e:nowrap}.mc_vtvc_meta row a{ display:inline-block} .mc_vtvc_meta row
ahover{text-decoration:underline} .mc_vtvc_meta block area{ position:relative} . mc_vtvc_meta _block,.mc_v
tvc_meta block & color:#444} .b_dark
.mc_vtvc_meta _block{ color:#edebed} .mc_vtvc_meta row>:nth-of-type(n+2)::before{ content:"
"}.mc_vtvc_meta row .mc_vtvc_meta row_channel::before{ content:" >
"}.mc_vtvc_kmt_title{ line-height: 18px;padding-bottom:4px;font-weight:bol d;col or:#00809d; text-transform:u
ppercase;font-size:11px}.mc_vtvc_kmt,.mc_vtvc_con_rc.onhov wkmt
.mc_vtvc_meta row,.mc_vtvc _con _rc.onhov .wkmt .tibc tt{ display:none}.mc_vtvc _con rc.onhov .wkmt
.mc_vtvc_title{ max-height:18px;margin-bottom: 18px;overflow:hidden} .mc_vtvc_con rc.onhov.mmsts
.mc_vtvc _title{visibility:hidden} .mc_vtvc_con_rc.onhov

.mc_vtvc_kmt{ display:block}.mc_vtvc_kmt_content

.b_factrow{ line-height: 17px;font-size: 11px;max-height: 34px;overflow:hidden;text-overflow:ellipsis; padding:
0 16px 0 0;color:#444} .mc_vtvc_meta
.mc_vtvc_kmt_title{line-height:18px} .mc_vtvc_title:hover{ text-decoration:none}.mc_vtvc_meta pubdate{ co
lor:#444; padding-bottom: 3px} .mc_vtvc_meta channel{ color:#444} .mc_vtvc_meta w,.mc_vplvc_meta w{po
sition:relative} .mc_vtvc_meta bg w,.mc_vplvc_meta bg w{ height:100%;width:100%;overflow:hidden;posit
ion:absolute;top:0}.mc_vtvc_meta bg w .cico,.mc_vplvc_meta bg w
.cico{ border-radius:0;overflow:visible} .dg u .mm_vidch _th c{overflow:visible}.dg u .mm_vidch_th_bg
img{ margin-top:-20px} .empty StyleForDebuggingPurposeg{ top:0} .mc_vtvc_meta w

.mc_vtvc_meta{ background:rgba(255,255,255,.75)} . mc_vtvc_meta bg w img,.mc_vtvc_meta bg w
.mc_vtvc_cb_w{filter:blur(25px);transform:scale(1.2)} body{ --video-metadata-channel-col or:#3c3c3c} body.b
_dark{ --video-metadata-channel -col or:unset} .vsarf .mc_vtvc_meta pubdate{ color:unset} .vsarf
.mc_vtvc_meta_channel{ color:var(--video-metadata-channel-color)} .vsarf ~ .mc_vtvc  .mc_vtvc_meta w
.mc_vtvc title,.vsarf  .mc vtvc .mc vtvc meta w .mc_vtvc title  strong{font-weight:bold} .vsarf
.mc_vtvc_meta w .mc_vtvc_meta_row{ font-size:13px} .empty StyleForDebuggingPurpose{ top:0} .vsarf
.mc_vtvc_th

.cico{ height:132px} .empty StyleForDebuggi ngPurpose{ top: 0} .empty StyleForDebuggingPurpose{ top: 0} .empt
yStyleForDebuggingPurpose{ top: 0} .empty StyleForDebuggingPurpose{ top: 0} .empty StyleForDebuggingPurp
ose{ top: 0} .empty StyleForDebuggi ngPurpose{ top: 0} .empty StyleForDebuggingPurpose( top: 0} .vtbc
.mv_vtvc_play{ display:inline-block;position:absol ute; bottom: 8px; | eft: 9px; hei ght: 8px;width: 7px} .vtbc
.mv_vtvc play ext{ background:url(/rp/Lp38sn_04jegSK0IHXxZV xyp-yKQ.png) -172px
-31px;display:inline-block; hei ght:8px;width: 12px; position:absol ute; bottom: 8px;l eft:6px} .vtbc

.pivot{ height: 20px;width:8px;min-width:8px} .vtbc

.mv_vtvc_play{ background:url(data:image/png;base64,iV BORWOK GgoAAAANSUhREUgAAAACAAAAIBA
MAAADHKvVgIAAAAINBMVEX/HHHTHHTHTHTTTTTTTTIRIgMavAAAACNRSTIMAETNEV Wal mbv
uo4D10AAAAB9IREFUCB1jmMoABK uaQcSqQhCxK gFGgL hNQIkpQAWA8zKLyQAIBFOAAAAASUVO
RK5CY11=)}.mc_bc_w{height:18px;padding:8px;text-align:right} .mc_bc{ background-color:rgba(0,0,0,.75);p
adding:2px
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8px;line-height: 14px;color:#fff;display:inline-block;vertical-align:middl e;border-radius: 2px;font-wei ght:bol d}
.mc_bc w .pivot{ text-align:center;margin-right: 1px; height: 14px} .vsarr .mmgrid .mc_bc w
.mc_bc{ background-color:rgba(0,0,0,.75);0pacity: 1} .mmsi{ height: 16px;width: 16px;position:rel ative;top: 5px;
padding-right:var(--smtc-gap-between-content-xx-small)} .mmsi-microsoftnews,.mmsi-msn{ top: 3px} .vrhdata
{ display:none} .mmgrid>div{ width:197px;display:inline-block;margin-right:8px; margin-bottom: 8px; box-shad
ow:0 0 0 1px
rgba(0,0,0,.05); position:rel ative;vertical-align:top;overflow: hidden;white-space:normal ; border-radius.6px} .vs
ar .mmgrid>div,.vsarrlstbig .mmgrid>div{margin-right:8px;margin-bottom:8px} #serpvidansrr .mc_vtvc

.mc_vtvc_meta{ height:auto} #serpvidansrr .mc_vtvc
.mc_vtvc _title{ display:-webkit-box;-webkit-line-clamp: 2;-webkit-box-orient:vertical } . mmgrid
.mc_tc{ border:0} .vsa .mmgrid>div:nth-child(3n){ margin-right:0} .vsa

.b_moreLink{ padding-top:4px} #serpvidansrr

.mc_vtvc_meta _row{ line-height: 18px;font-size:100%;height:17px} .vsarr

.mmgrid>div:nth-child(2n){ margin-right:0} #serpvidansrr .mc_vtvc vtmu,#serpvidansrr .mc_vtvc
vtpl{ bottom:128px} .vsarristbig .mmgrid>div:nth-child(2){ margin-right:0} #serpvidansrr.uipolish
.mc_vtvc_meta pubdate#serpvidansir.uipolish  .mc_vtvc_meta channel #serpvidansrr.uipolish  #vidans2
.b_videocard .video metadata .video source{color:#767676}#serpvidansrr  #vidans2  .b_videocard
.video_metadata_container #serpvidansrr #vidans2 .b_videocard .video_metadata_container
.video_metadata>h3{ width:100%} @media(max-width: 1362.9px){ #serpvidansrr

.mmgrid>div{ width:168px;height:206px} #serpvidansrr .mmgrid>div .cico,#serpvidansrr .mmgrid>div .cico
rms_img{ width:168px;height:100px} #serpvidansrr .mc_vtvc .mc_vtvc_meta{ padding: 12px} #serpvidansrr
.mc_vtvc .mc_vtvc_title{ height:32px;line-height: 16px; margin-bottom: 16px} #serpvidansrr .mc_vtvc
.mc_vtvc_meta block _area{ height:34px} #serpvidansrr

.mc_vtvc_meta row{ line-height: 15px;font-size: 13px;height: 15px} #serpvidansrr

.mc_vtvc_meta pubdate{ padding-bottom:4px} #serpvidansrr  .mc_vtvc  .vtmu#serpvidansrr  .mc_vtvc
vipl{ bottom: 114px} #serpvidansrr #vidans2 .b_videocard .videoPlayer #serpvidansrr #vidans2 .b_videocard
.videoPlayer .Cico,#serpvidansrr #vidans2 .b_videocard .videoPlayer .Cico
.rms_img{ width:343px!important; height: 194px!important;margin-right:0} } @media(max-width:1274.9px){ #s
erpvidansrr .mmgrid>div{ width:124px;height:164px} #serpvidansrr  .mmgrid>div  .cico,#serpvidansrr

.mmgrid>div .Cico .rms_img{ width:124px;height:76px} #serpvidansrr .mc_vtvc
.mc_vtvc_meta{ padding:8px} #serpvidansrr .mc_vtvc
.mc_vtvc_title{ height:32px;line-hei ght: 16px; margin-bottom: 12px} #serpvidansrr .mc_vtvc

.mc_vtvc_meta block area{ height:28px} #serpvidansrr

.mc_vtvc_meta _row{ line-height: 13px;font-size: 11px;height: 13px} #serpvidansrr

.mc_vtvc_meta_pubdate{ padding-bottom:2px} #serpvidansrr  .mc_vtvc  .vtmu,#serpvidansrr  .mc_vtvc
vtpl{ bottom:96px} #serpvidansrr #vidans2 .b_videocard .videoPlayer #serpvidansrr #vidans2 .b_videocard

.videoPlayer .Cico,#serpvidanstr #vidans2 .b_videocard .videoPlayer .cico

.rms_img{ width:256px!important;height: 144px!important;margin-right: 0} #serpvidansrr .maskthumb

.mc_bc_w{padding:8px 4px 4px 8px} } #serpvidansrr.withsplitline
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.mmgrid>div:nth-last-child(1) #serpvidansrr.withsplitline
.mmgrid>div:nth-last-child(2){ margin-bottom: 24px} #serpvidansrr.withsplitline .mmgrid{ border-bottom: 1px

solid #ececec; margin-bottom: 16px} #serpvidansrr #vidans2 .b_videocard
.video_metadata{ max-width:auto;padding: 12px 16px} #serpvidansrr #vidans2
.b_videocard{ margin-bottom:12px;box-shadow:0 0 1px rgba(0,0,0,.05),0 2pX 3px
rgba(0,0,0,.1);border-radius.6px} #serpvidansrr .b_rich{ padding-top:0} #serpvidansrr #vidans2

.videoPlayer{ border-radius:6px 6px 0 O;overflow:hidden}#serpvidansrr  #vidans2  .b_videocard
.video_metadata>h3{ white-space:nowrap;overflow:hidden;text-overflow:ellipsis;-webkit-line-clamp: 1;line-he
ight:15px;hei ght: 15px;font-size: 13px;col or:#000; margin-bottom: 20px;font-family:" Arial" ,Hel vetica, Sans-Seri
f;font-style:normal;display:block} #serpvidansrr.vsarrlstbig  #vidans2 b videocard  .video metadata
.actionmenu{ display:none} #serpvidansrr #vidans2 .b_videocard .video summary #serpvidansrr #vidans2
.b_videocard  .video_source{line-height:15px} #serpvidansrr  #vidans2  .b videocard  .videoPlayer
vtbe{right:0}.vrhc linenhvpv .pffvi,.vrhc line.nhvpv[data-tps="S'] .pffvt,.vrhc line.nhvpv[data-tps="M"]
pffvt,.vrhc line.nhvpv[data-tps="L"] pffvt{ display:inline-flex} .vrhc line.nhvpv vrhte.pffv
.vrhol{ display:none} .vrhc line.nhvpv vrhtc.pffv
.player_ol{ background:var(--mai-smtc-background-ctrl-on-image-hover);transition:background-col or
.5s,display:flex;align-items.center;justify-content:center; padding: var(--smtc-gap-between-content-x-small);ga
p:var(--smtc-gap-between-content-x-small);box-sizing:border-box} .mc_vtvc th img{ transition:all 3s
ease-out} .nhvpv+.mc_vtvc th

img{ transform:scale(1.1)} .smtplayerhtml 5{ height: 100%;width: 100%;overflow:hidden} .smtplayerhtml5
video{ min-height: 100%;min-width: 100%} .smtplayerhtml5

.videoplaying{ background-col or:#000} .smtplayerhtml5.hide{ display:none} .pffvt{ display:none;color:var(--ma
i-smtc-foreground-ctrl-on-image-rest);font:var(--bing-smtc-text-global -subtitl e2-strong) } . pffvi{ mask:url (/rp/ui
07wUGBK 7FR_inzG7DRbP1i8fGo.svQ) center
no-repeat; mask-si ze: 12px; background:var(--bing-smtc-background-card-on-image-default) ;wi dth: 20px; hei ght
:20px;flex-shrink:0;align-self:flex-start} [data-tps="L"]

pffvt{ font:var(--bing-smtc-text-global -subtitle2-strong)} [data-tps="L"]

pffvi{ width:22px; height:22px; mask-size:16px} [data-tps="S"] pffvt{ font-size:0} [data-tps="S"]
pffvi{ width:24px; height: 24px; mask-si ze: 24px;align-self:center} .hvpv.h5Ss
pffvt{ display:inline-flex} .hvpv.h5s vrhtc.pffv .vrhol{ display:none} .hvpv.h5s vrhtc.pffv

.player_ol{ background:var(--mai-smtc-background-ctrl-on-image-hover);transition:background-col or
.5s,display:flex;align-items.center;justify-content:center; padding: var(--smtc-gap-between-content-x-small);ga
p:var(--smtc-gap-between-content-x-small); box-si zing: border-box} . pffvt{ text-decoration:underline} .vrhcp
.vrhol{ position:absol ute;width: 100%; hei ght: 35px; max-hei ght: 35px; bottom: 0; | eft: 0; padding: 0;background:non
e;display:block;z-index:9} .vrhcp .vrhol.hide,.vrhcp vrhol
.hide{ display:none} .vrhot{ white-space:nowrap;text-overflow:ellipsis;overflow: hidden;display:inline-block;po
sition:absol ute; max-width: 240px; height: 18px;line-hei ght: 14px; margin-left:8px;top: 10px; | eft:O;right:0; border-
radius:2px;padding-right:8px} .vrhot div{ display:inline-block} .vrhot
nt{ color:#fff;font-size: 11px;font-wei ght:bol d; background-col or:rgba(0,0,0,.75); padding: 2px
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8px;margin-left:0;top:0;box-si zing:border-box;position:rel ative} .vrhc
.ricong{ position:absol ute; right: 8px;top: 10px; | eft:auto; bottom: auto; hei ght: 18px;display:inline-bl ock; cursor: poi
nter}.vrhol.icons 1 vrhot{ margin-right:27px} .vrhol.icons 2 .vrhot{ margin-right:49px} .vrhol.icons_3

.-vrhot{ margin-right:79px} .vrhol .vrhot nt,.vsb_tr_chd .vrhol.icons 1
.vrhot{ margin-right:0} .vpb{ position:absol ute;display: bl ock; bottom: 0;| eft: 0; height: 4px} .vpb
div{ position:absolute} .vpb nt{ width:0;background:#fff} .vpb

nt.test{ display:none} .vpb.back{ background-col or:#999} .vrhcp

.vrhol.npb{ hei ght: 36px; max-height:36px} .vrhol

-vadda{ width:22px; hei ght: 18px;padding:0;margin-right:0;margin-left: 2px; bottom: 0; position:rel ative;display:i
nline-block;z-index:1;background:rgba(0,0,0,.75);border-radius. 2px;overflow: hidden} .vrhol

vadda.hide{ display:none}.vrhol ~ .vadda .mc_vfaa{margin:3px  5px}.ricons  .vol{float:left}.ricons
.adultFlag{ float:right} .vol{ width:22px; height: 18px;bottom:0; margin-left: 1px; margin-right: 1px; position:rel ati
ve;display:inline-block} .vol.hide,.vol .hide{ display:none} .vol
.bg{ background:rgba(0,0,0,.75);border-radius:2px} .vol.bg,.vol nt{ position:absol ute;bottom:0} .vol
.vol.bg.volnb{ border-radius:0 0 2px 2px}.vol .volsliderHandle.bg{border-radius:2px 2px 0O O0}.vol nt
.voldliderHandl e{ height: 70px;display:none;width: 22px;fl oat:| eft; bottom: 18px; posi tion: absol ute;di splay: bl ock

}.vol nt .voldsliderHandle.hide{ display:none} .voldliderHandle
.vsb{ height:54px;width:4px;background-col or:#999; margin: 9px auto
8px;position:rel ative;display:block;border-radius.2px} .volsliderHandle

.vsh{ height:6px;width: 14px;padding:9px 7pX 9px 7px;margin:O

-12px;display:block;position:absol ute;top: 30px} .volsliderHandle .vsh.hide{ display:none} .volsliderHandle
.vshi{ height:4px;width: 14px;background-col or:#fff; border-radius: 2px} .vol M utel con{ width: 16px; height: 14px;
margin:2px

4px;float:|eft} .vol M uteHandle{ width:22px;height: 18px} .vo{ background:url (/rp/fFZxXBX EIPOWY OOQjhTaEl
yLhEVU.svQ) no-repeat} .vm{ background:url (/rp/fsX-ZV d03wB2TL OvmQJxSp4U9vs.svQ)
no-repeat} .vI{ background:url(/rp/Y XY MPC1Rry_XJGc7Y g8IR4B2eEs.svQ)

no-repeat} .vi{ background:url(/rp/NosriR4amK Ts1zY xWy3laZN3HRK.svQ)

no-repeat} @media(forced-colors:.active){ .vol{ forced-color-adjust:none} } .vrhc ~ line  .vt_vp,.vrhc.popout
vt_vp,.vrhc.mousefollow

vt_vp{ position:absol ute;bottom: 0; border: hidden; padding:0;top:0;l eft:0;z-index: 3} .vrhtc
hide{display:none}.vrh clc  .vt vp,.vrh clc  .vrhtc .vrhi,.vrh _clc .player_ol{ cursor:pointer}.vrh clc
.cico{ border-radius:0} .vrhtc{ border:hidden;top:0;left:0; padding: 0} .vrhc.mousefol low .vrhtc,.vrhc.popout
.vrhtc{ background-col or:#999} .vrhtpc.load

.player_ol{ background:url(/rp/J_o2maogFDeUOsovPJIL-of EuxJ4.gif) center center no-repeat} .vrhc line .vrhtc
.vrhi,.vrhc.popout vrhtc .vrhi,.vrhc.mousefollow vrhtc
.vrhi{ position:absol ute! important; border:hidden; z-index: 2; padding:0; | eft:0;top: 0} .player_ol{ position:absolute
;width:100%; hei ght: 100%;bottom: O; border:hidden; z-index: 7} .vrhc.popout,.vrhc

line,.vrhc.mousefollow{ border-radius.6px;overflow: hidden;display:table-row-group;background:none} .vrhc.p
opout,.vrhc.mousefollow{ z-index:4;box-shadow:0 4px 4px rgba(0,0,0,.1),0 2px 80px rgba(0,0,0,.2)} .vrhc
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line{ z-index:1;margin:0} .vrhc.popout,.vrhc  line{ position:absol ute;top: 0} .vrhc.popout{ border:1px  solid
#fff} .vrhc.mousefollow{ position:fixed} .vrhcp{ position:rel ative;top: ;1 eft:0;display:table-row} .vrhcp

.vrhtc{ position:relative;overflow:hidden} .vrhc.hide{ display:none} @keyframes

vh_fadein{ from{ opacity:0} tof opacity:1} } .vrhc:not(.hide){ animation:vh_fadein 250ms} .vrhc line
img{ color:transparent} .vrhc

line.fullsize{ height:100%} .vrhc,.vrhc:hover,.vrhe:link,.vrhc:active,.vrhc:visited{ col or:#000;text-decoration:no
ne} .vrhc.vrh_clc{ cursor:pointer} a.hover-anchor{ display:block; hei ght: 100%;width: 100%;text-decoration:none
} .vrhstat{ height:0;overflow:hidden} .grad{ width: 100%;hei ght: 24ppx;posi tion: absol ute; bottom: 0; background:lin

ear-gradient(180deg,rgba(255,255,255,0) 0%, #fff 100%)} .b_drk .grad,.b_dark
.grad{ background:linear-gradient(180deg,rgba(41,40,39,0) 0%,#292827
95%)}.b_module_expansion_control{ padding-bottom:4px}.b_module_expansion

.b_expansion_wrapper{ border-top:1px solid

#cdeded} .b_module_expansion_control.b_module_head>.b _module_expansion
.b_expansion_wrapper{ border-top:0} .b_module_expansion

.b_expmob_rc{ border-top:0}.b_module_expansion .b_expansion_wrapper,.b_module_expansion
.b_offpage_expansion a#b results .b_module_expansion .b_offpage_expansion
& color:#666} .b_module_expansion .b_expansion_wrapper

.Ssv_ch{fill:#666}.b_module_expansion_control.b_module_head>.b_module_expansion
.b_expansion_wrapper,.b_module_expansion_control.b_module_head>.b_module_expansion
.b_offpage_expansion a#b results .b_module expansion_control.b_module_head>.b module_expansion
.b_offpage expansion & color:#666}.b_module_expansion_control.b_module_head>.b _module_expansion

.b_expansion_wrapper .Sv_ch{fill:#666} #b_context .b_module_expansion
.b_expansion_wrapper{ border-top: 1px solid #ebebeb} #b_context
.b_module_expansion_control.b_module_head>.b_module_expansion

.b_expansion_wrapper{ border-top:0} #b_pole .b_module_expansion .b_offpage_expansion
& color:#666} #b_pole .b_module_expansion_control.b_module_head>.b_module_expansion
.b_offpage_expansion & color:#666} #b_context .b_module_expansion .b_offpage_expansion
& color:#666} #b_context .b_module_expansion_control.b_module_head>.b_module_expansion
.b_expansion_wrapper,#b_context .b_module_expansion_control.b_module_head>.b_module_expansion
.b_offpage_expansion & color:#767676} #b_context
.b_module_expansion_control.b_module_head>.b_module_expansion .b_expansion_wrapper
.sv_ch{fill:#767676} .b_btnContai ner{ width: 100%;height:46px;border-radius:0 6pX 6pX

0; position:absol ute;bottom:-20px} .b_ CompactExpansi on:active{ background-col or:#00526b} .b_CompactExpa
nsion:hover{ background-col or:#106ebe;cursor:pointer} .b_CompactExpansi on{ background-col or:#106ebe;col

or:#fff;border-radius: 16px; height:30px} .b_CompactExpansion{ display:inline-block;line-height:30px;text-alig

n:center; padding-left: 16px; padding-right: 16px;position:rel ative; | eft:50%;transform:transl ateX (-50%); bottom:-
11px;z-index:4;pointer-events:auto} html[dir="rtl"]

.b_CompactExpansior{ transform:trandateX (50%)} .b_CompactExpansion

.b_arrow{ margin-left: 7px;margin-bottom:-1.75px;display:inline-block; height:.75em} .b_algo_group
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.b_CompactExpansion

.b_arrow{ margin-left:3px;height: 7px; margin-bottom: 0;width: 12px} .b_ CompactExpansionBtnT ext{ font-famil

y:inherit;font-style:normal ;font-wei ght: 400;font-si ze: 13px;line-hei ght: 20px; col or:#fff;display:inline-block} Vi

deos of Base Station AC-DC Power Supply Modules in ParallelWatch video3:58Understanding Power
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videoSee morelnfineon Technologies|PDF]Optimizing layout for paralleling power discrete ...To evaluate
high-power applications, a half-bridge system with parallel discrete devices, as shown in Figure 11, was used
to examine the current sharing, switching performance, and thermal ...

To address the issue of unbalanced output currents in multi-module parallel power applications, this paper
proposes anovel parallel current-sharing circuit structure and control ...

Learn how to connect power supplies in parallel to increase current capacity and enhance system reliability.
Explore Tektronix power supply solutions optimized for parallel ...

To provide redundancy and to ensure that the system remains functional should a single power module fail.
The use of multiple power modules distributes the thermal heat load over alarger ...

How to correctly configure parallel power supplies in order to achieve redundancy and increase efficiency,
reliability, and power supply lifetime.

To provide protection against power supply short circuit, it is recommended to connect external diodes (ORing
Diodes or Load share modules) when multiple power supplies...

Typicaly, power supplies are connected in parallel to increase the power/current rating and also to increase
the system reliability by providing redundancy function.

This section features the LTC4370 and specificaly illustrates equal current sharing between two PKB4113C
(53vDC to 12V DC power modules), each rated for 12A maximum output current, ...
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